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equal to the emission factor for the de-
vice specified in §63.1063. Requests for
the use of alternate devices shall be
made as specified in §63.1066(b)(3).
Emission factors for the devices speci-
fied in §63.1063 are published in EPA
Report No. AP-42, Compilation of Air
Pollutant Emission Factors.

(b) Tests to determine emission fac-
tors for an alternate device shall accu-
rately simulate conditions under which
the device will operate, such as wind,
temperature, and barometric pressure.
Test methods that can be used to per-
form the testing required in this para-
graph include, but are not limited to,
the methods listed in paragraphs (b)(1)
through (b)(3) of this section.

(1) American Petroleum Institute
(API) Manual of Petroleum Measure-
ment Standards, Chapter 19, Section 3,
Part A, Wind Tunnel Test Method for
the Measurement of Deck-Fitting Loss
Factors for External Floating-Roof
Tanks.

(2) API Manual of Petroleum Meas-
urement Standards, Chapter 19, Sec-
tion 3, Part B, Air Concentration Test
Method for the Measurement of Rim
Seal Loss Factors for Floating-Roof
Tanks.

(3) API Manual of Petroleum Meas-
urement Standards, Chapter 19, Sec-
tion 3, Part E, Weight Loss Test Meth-
od for the Measurement of Deck-Fit-
ting Loss Factors for Internal Float-
ing-Roof Tanks.

(c) An alternate combination of con-
trol devices may be substituted for any
combination of rim seal and deck fit-
ting control devices specified in
§63.1063 if the alternate combination
emits no more than the combination
specified in §63.1063. The emissions
from an alternate combination of con-
trol devices shall be determined using
AP-42 or as specified in paragraph (b)
of this section. The emissions from a
combination of control devices speci-
fied in §63.1063 shall be determined
using AP-42. Requests for the use of al-
ternate devices shall be made as speci-
fied in §63.1066(b)(3).

§63.1065 Recordkeeping requirements.

The owner or operator shall keep the
records required in paragraph (a) of
this section for as long as liquid is
stored. Records required in paragraphs

§63.1066

(b), (¢) and (d) of this section shall be
kept for at least b years. Records shall
be kept in such a manner that they can
be readily accessed within 24 hours.
Records may be kept in hard copy or
computer-readable form including, but
not limited to, on paper, microfilm,
computer, floppy disk, magnetic tape,
or microfiche.

(a) Vessel dimensions and capacity. A
record shall be kept of the dimensions
of the storage vessel, an analysis of the
capacity of the storage vessel, and an
identification of the liquid stored.

(b) Inspection results. Records of float-
ing roof inspection results shall be
kept as specified in paragraphs (b)(1)
and (b)(2) of this section.

(1) If the floating roof passes inspec-
tion, a record shall be kept that in-
cludes the information specified in
paragraphs (b)(1)(i) and (b)(1)(ii) of this
section. If the floating roof fails in-
spection, a record shall be kept that in-
cludes the information specified in
paragraphs (b)(1)(i) through (b)(1)(v) of
this section.

(i) Identification of the storage vessel
that was inspected.

(ii) The date of the inspection.

(iii) A description of all inspection
failures.

(iv) A description of all repairs and
the dates they were made.

(v) The date the storage vessel was
removed from service, if applicable.

(2) A record shall be kept of EFR seal
gap measurements, including the raw
data obtained and any calculations per-
formed.

(c) Floating roof landings. The owner
or operator shall keep a record of the
date when a floating roof is set on its
legs or other support devices. The
owner or operator shall also keep a
record of the date when the roof was
refloated, and the record shall indicate
whether the process of refloating was
continuous.

(d) An owner or operator who elects
to use an extension in accordance with
§63.1063(e)(2) or  §63.1063(c)(2)(iv)(B)
shall keep the documentation required
by those paragraphs.

§63.1066 Reporting requirements.

(a) Notification of initial startup. If the
referencing subpart requires that a no-
tification of initial startup be filed,
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